
8. 	 Ink Filling 

	 Nukote completely refills every cartridge with high quality ink,  

	 using a number of different filling techniques to ensure 100%  

	 page yield is achieved.

9. 	 Balancing 

	 This step removes any trapped air from inside the cartridge and  

	 primes the product to ensure fault-free operation.

10.	 Print Testing 
	 Each cartridge is print-tested using specialized test patterns  

	 to ensure the highest print quality. Text must be sharp with no  

	 print voids, and colors must meet strict standards.

11.	 Nozzle Plate Cleaning 

	 A proprietary nozzle plate cleaning process cleans and seals  

	 the cartridge. This step preserves performance characteristics  

	 until the consumer is ready to install the cartridge.

12.	 Packaging 

	 Each Nukote cartridge is boxed in protective packaging,  

	 complete with compatibility information and instructions for  

	 use. Each cartridge is lot coded should the need arise  

	 to determine its age or content.
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The 12 Step Remanufacturing Process
Ink Jet Cartridges

1. 	 Collection 

	 Nukote collects and recycles cartridges to provide a consistent  

	 supply of parts for remanufacturing.

2. 	 Inspection 

	 Each cartridge is visually inspected and any defective pieces are  

	 removed. All cartridges must pass a thorough inspection to  

	 be remanufactured.

3. 	 Electrical Test 

	 Each cartridge is tested to ensure proper circuitry function.

4. 	 Evacuation 

	 This step removes all residual ink to prevent old dried ink from 

	 mixing with fresh Nukote ink.

5. 	 Nozzle Plate Cleaning 

	 Each cartridge is soaked in a proprietary cleaning solution that  

	 softens dried ink and removes debris. Nukote reinforces some of  

	 the nozzle plate attachments to ensure reliability.

6. 	 Internal Cleaning 

	 Nukote thoroughly cleans the inside of the cartridge and  

	 nozzle positions.

7. 	 Component Replacement 

	 When necessary, key components such as ink retainer foam  

	 and filter screens are replaced.

Every Nukote remanufactured ink jet cartridge undergoes a stringent remanufacturing process designed to 

produce a high quality product that delivers unparalleled performance and value.


